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Application:  
Pro® Body Tape is an excellent product for the attachment of toupees & 
wigs, various cosplay applications, and holding garments/costumes in 
place. Product is also commonly used for body/face painting applications, 
including gem attachments. Pro® Body Tape is also great for securing 
lavalier microphones used for television, theatre, and public speaking in 
order to allow for hands-free operation.  
 
 

Technical Data:  
 Adhesive: Skin friendly Acrylic/Acrylate  

 Release Liner: 80 lb. Bleached Kraft paper, silicone release both sides (4.5 mils)  

 Backing: 3 mils Transparent Polyethylene Film  

 Total Thickness: 10.8 mils  

 Thickness Without Liner: 6.3 mils  

 Peel Adhesion to Steel: 28 oz./inch  

 Color: Clear with white liner  

Note: The above are typical values and should not be used in writing specifications. The determination of the suitability of this product for any specific use is solely the responsibility of 
the user. No representatives, guarantees or warranties of any kind are made to the accuracy or suitability for specific applications. Tape should be stored in its original packaging in a 
cool dry area away from direct sunlight and should be used within 12 months from date of shipment. Surfaces to which tape is applied should be clean, dry and free of grease, oil or 
other contaminates. Adhesives are compliant with FDA regulations for indirect food contact—CFR  175.105 
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Pro® Body Tape is a Double Coated Skin Friendly Applica-

tion Tape.  

Features & Benefits:  
Skin friendly pressure sensitive adhesive  

Heavy weight release liner excellent for die cutting  

Easy to apply  

Clear film carrier allowing for discreet applications    


